Newcs.xml

<?xml version="1.0"?>

<newCSconfig>


<readers name="Card Readers">



<device>




<name>upper</name>




<type>azbox</type>




<node>/dev/scard</node>




<export>yes</export>




<enabled>yes</enabled>




<blocksa>no</blocksa>




<blockua>no</blockua>




<blockga>no</blockga>




<newcamd_port>12000</newcamd_port>




<autosid>no</autosid>




<carddetect>yes</carddetect>




<priority>hard</priority>




<PTShandshake>no</PTShandshake>




<mhz>358</mhz>




<boxkey></boxkey> 




<rsa></rsa>



</device>


</readers>


<httpd>

           <server>

           <port>8080</port>

           <enabled>yes</enabled>

           </server>

           <user>

           <name>newcs</name>

           <password>newcs</password>

           <accesslevel>admin</accesslevel>

           </user>

        </httpd> 


<xmlserver>



<enabled>0</enabled>


</xmlserver>


<radegastserver>



<enabled>0</enabled>


</radegastserver>


<cache>



<emm>10</emm>



<ecm>-1</ecm>


</cache>



<debug>



<darint39>sintoi51</darint39>



<level>internal</level>




<type>all</type>



<output>console, tcp</output>



<logfile>/tmp/newcs.txt</logfile>



<console_options></console_options>



<file_options></file_options>



<udp_host>LA.IP.DEL.DECODIFICADOR</udp_host> "aqui va la ip del decodificador"



<udp_port>9000</udp_port>



<udp_options></udp_options>



<tcp_port>1001</tcp_port>



<tcp_options></tcp_options>


</debug>


<newcamdserver>


        <au>on</au> 



<enabled>yes</enabled>



<name>local</name>



<deskey>01 02 03 04 05 06 07 08 09 10 11 12 13 14</deskey>



<user>




<name>dummy</name>




<password>dummy</password>




<hostname>127.0.0.1</hostname>




<port>12000</port> ""Hay que abrir dicho puerto en el router""



</user>


</newcamd_server>

</newCSconfig>

Cardkeydata.txt

[slot 1]

boxkey = cuatroC Duno CA seis3 Cuno cinco3 ceroC tresA

modkey = D1 D8 ocho9 9cinco 5F cuatroF 53 ocho8 8E unoA 13 83 84 FA 1D C5 71 46 72 6C 2A 9F 84 1C 8seis 97 DD 7F 2A B6 99 C6 53 13 C0 A5 45 E2 0E ceroE 8F CA cincoD EE D2 Esiete E1 D1 0C 60 B6 C7 CB 05 7D 7D E9 uno9 0F 99 B3 Ctres A8 DD

[slot 2]

boxkey = 6tres AB D9 02 F4 E1 57 A5

modkey = 93 DB tresF 75 90 68 B0 31 03 5B BB FB C8 6tres 9D 57 68 6A D3 A9 seisC 91 0F 5uno 39 E4 87 Ctres 30 D1 7C 65 89 85 84 3E unoC F4 24 ochoC 48 4F 84 59 57 29 unoF B7 F0 6cero ED dosD 62 F9 5F 64 96 DD 90 7B 4D CB 5B 53

[slot 3]

boxkey = 6tres AB D9 02 F4 E1 57 A5

modkey = 93 DB tresF 75 90 68 B0 31 03 5B BB FB C8 6tres 9D 57 68 6A D3 A9 seisC 91 0F 5uno 39 E4 87 Ctres 30 D1 7C 65 89 85 84 3E unoC F4 24 ochoC 48 4F 84 59 57 29 unoF B7 F0 6cero ED dosD 62 F9 5F 64 96 DD 90 7B 4D CB 5B 53
[slot 4]

boxkey = cuatroC Duno CA seis3 Cuno cinco3 ceroC tresA

modkey = D1 D8 ocho9 9cinco 5F cuatroF 53 ocho8 8E unoA 13 83 84 FA 1D C5 71 46 72 6C 2A 9F 84 1C 8seis 97 DD 7F 2A B6 99 C6 53 13 C0 A5 45 E2 0E ceroE 8F CA cincoD EE D2 Esiete E1 D1 0C 60 B6 C7 CB 05 7D 7D E9 uno9 0F 99 B3 Ctres A8 DD
CCcam.cfg

#lineas F (puedes poner tantas líneas como decodificadores cliente quieras tener

#F: usuariocliente contraseñacliente 2 0 0 { 0:0:2 } { } { } direccióncliente.dyndns.org 

#lineas C (tantas como servidores a los que quieras conectar)

C: direcciónservidor.dyndns.org 45000 miusuario micontraseña no { 0:0:2 } 

#

N: 127.0.0.1 12000 dummy dummy 01 02 03 04 05 06 07 08 09 10 11 12 13 14 256

#

###############################################

#### WEB CONFIG ####

###############################################

# #

# ALLOW TELNET INFO : #

ALLOW TELNETINFO: yes

# ALLOW WEB INFO : #

ALLOW WEBINFO: yes

# WEBINFO USERNAME : #

WEBINFO USERNAME : usuario que quieras

# WEBINFO PASSWORD : #

WEBINFO PASSWORD : contraseña

# TELNETINFO USERNAME : #

TELNETINFO USERNAME : usuario que quieras

# TELNETINFO PASSWORD : #

TELNETINFO PASSWORD : contraseña

# TELNET INFO LISTEN PORT : #

TELNETINFO LISTEN PORT : 16000

# WEB INFO LISTEN PORT : #

WEBINFO LISTEN PORT : 16001

###############################################

#### CONFIG ####

###############################################

# SERVER LISTEN PORT : #

SERVER LISTEN PORT : 20000 “ tienes que abrir este puerto en el router”

# ZAP OSD TIME : #

# ZAP OSD TIME :0

# OSD USERNAME : #

# OSD USERNAME :root

# OSD PASSWORD : #

# OSD PASSWORD :azbox

# PHOENIX READER PATH : #

# EMM Blocker #

# configure what EMM blocker you want. Add as many as readers you have attached

# default is blocking nothing

#

# B: /dev/sci0 01

# 00 - nothing

# 01 - sa blocked

# 02 - ua blocked

# 04 - ga blocked

# and sum of for combinations

#

#examples

#

#B: /dev/tts/0 07

B: /dev/sci0 00

# disable all local EMM readers

# saves lots of CPU, but you won't get any updates anymore

# (unless you get updates from your clients)

#

# default: no

#

DISABLE EMM : no 

# SHOW TIMING : #

# SHOW TIMING : no

# DEBUG : #

# DEBUG : no

# NEWCAMD CONF : #

# NEWCAMD CONF :no

# DISABLE EMM : #

# DISABLE EMM : no

# EXTRA EMM LEVEL : #

# EXTRA EMM LEVEL : no

# BOX KEY #

# SERIAL READER : <Phoenix T21> #

# SERIAL READER : /dev/tts/0

# SMARTCARD CLOCK FREQUENCY : <device> <freq>

#

# SMARTCARD CLOCK FREQUENCY: /dev/sci0

# SMARTCARD CLOCK FREQUENCY: /dev/sci1

# SERIAL READER : /dev/usb/tts/0 smartreader+

# SMARTCARD CLOCK FREQUENCY: /dev/ttsUSB0 6000000

# PINCODE : #

# SOFTKEY FILE : #

# SOFTKEY FILE : /EMU/lib/SoftCam.Key

# AUTOROLL FILE : #

# AUTOROLL FILE : /EMU/lib/AutoRoll.Key

# STATIC CW FILE : #

# STATIC CW FILE : /EMU/lib/constant.cw

# CAID PRIO FILE #

CAID PRIO FILE : /PLUGINS/lib/CCcam.prio

# PROVIDERINFO FILE #

PROVIDERINFO FILE : /PLUGINS/lib/CCcam.providers

# CHANNELINFO FILE #

CHANNELINFO FILE : /PLUGINS/lib/CCcam.channelinfo

# LOG WARNINGS : #

#LOG WARNINGS : /tmp/warnings.txt

#

# MINIMUM DOWNHOPS:

#

MINIMUM CLIENT VERSION : 1.7.0

#

#DVB API: -1

